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The Minkels LANRack is a multifunctional system, specifically
designed for ease of installation. The system is ultimately suitable
for housing:
. UTP-patch panels
. glass drawers
. telephone panels
. switches and routers
* other IT equipment
Of course it is also possible to include a small number of servers.
EASE OF INSTALLATION
Accessibility is a key feature for the new Minkels LANRack. The
basic frame is constructed in such way that the cable bundies can
be placed around it. Afterwards the cables can be installed in the
rack fast and easy. Finally the doors and side panels can be placed
on the frame. These features lead to a considerable reduction in
installation time!
EASE OF USE
For more user comfort, the Minkels LANRack basic frame and the
panels are delivered as a handy and compact parcel. Therefore the
system can be transported very easily. After the cabling is installed,
the panels can be fixed easily by one mechanic. Only a minimal
number of tools are required for the assembly.
PORTFOLIO
Various basic configurations result in an optimum solution for each
situation. The portfolio exists of open racks which can be bayed,
stand -alone racks and baying racks. The Minkels LANRacks can be
clustered with the Minkels Varicon M system also. Besides
the basic configurations you can choose from many of our
accessories,




Minkels LANRack

Pre-assembled cabinets

Rack - stand alone

The stand alone rack is 800 mm wide, 800 mm deep and 42 HE high. The
rack exists of a steel basic frame with leveling feet. Demountable side
panels are included. The base & roof have two cut-outs. The rack is
provided with four universal 19-inch profiles. The front door contains
clear glass, hinges right and is provided with a swivel handle Fix Easy
with blind stop. The back door is blind.

Width Depth Unit
mm mm U Description Part. no.
800 | 800 | 42 | standalone | MLR2111

Baying rack

The baying rack is 800 mm wide, 800 mm deep and 42 HE high. The rack
exists of a steel basic frame with leveling feet. Side panels and baying
kits are not included but can be ordered separately (side panel
MLR3411, baying kit MLR4201). The rack is provided with four universal
19-inch profiles. The base & roof have two cut-outs. The front door
contains clear glass, hinges right and is provided with a swivel handle Fix
Easy with blind stop. The back door is blind.

Width Depth Unit
mm mm U Description Part. no.

800 800 | 42 | Baying rack MLR1111
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The steel basic frame is provided with four 19-inch profiles and will be
delivered with leveling feet. The frame is 542 mm wide, 740 mm deep
and 42 HE high. The compact frame can easily be moved through each
door.

Width Depth Unit

mm mm U Description Part. no.

542 740 | 42 | Open frame MLRO111
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Accessories

Minkels LANRack

Blind door

Steel door without perforation. The door will be delivered with
mounting brackets, hinges and a swivel handle Fix Easy with blind stop.

Width mm
Unit 800
U Colour Part. no.
42 RAL 7047 MLR3211

What's in the box: 1 door with hinges, mounting brackets and a swivel
handle Fix Easy
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Door glass clear

Steel frame with clear safety glass panel. The door will be delivered with
mounting brackets, hinges and a swivel handle Fix Easy with blind stop.

Width mm
Unit 800
v Colour Part. no.
42 RAL 7047 MLR3311

What's in the box: 1 door with hinges, mounting brackets and a swivel
handle Fix Easy
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Side panel

The blind side panels are fast and easily removable by means of a square
6 lock. A mounting bracket is included.

Depth mm
Unit 800
U Colour Part. no.
42 RAL 7047 MLR3411

What's in the box: 1 panel with square 6 lock and a mounting bracket.

Baying kits are needed to bay racks.

Description Part. no.
MLR4201 is suitable for baying racks (MLR1111) MLR4201
MLR4202 is suitable for baying open frames (MLR0O111) MLR4202
MLR4203 is suitable for baying to Varicon M® racks MLR4203

What's in the box: Baying kit MLR4201 contains 4 baying plates. Baying kit MLR4202 contains 4 strips. Baying kit MLR4203 contains 2 baying
plates. All baying kits will be delivered incl. mounting material




Earthing cables (set)

Earthing cables are used for grounding doors and panels.

Material Colour Part. no.

Copper Yellow/green MLR4401

What's in the box: 4 earthing cables 200 mm incl. mounting material

Minkels LANRack

Plate to cover up the bottom or top of the cabinet. The cover plate can
be mounted in the base plate or roof.

Description Technical data Part. no.

Cover plate RAL 9011 153 x 427 mm MBM1001B

What's in the box: 1 cover plate incl. mounting material
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Cable entry brush

Brush for cable entry. The brush can be mounted in the base plate or
roof.

Description Technical data Part. no.

Set of cable entry brushes max opening 153 x 427 mm MBM1003

What's in the box: 1 cable entry brush incl. mounting material
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